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1MW Ground Mount - Georgia
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Tucson, AZ
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V Global

V $6B+ Revenue

V Publicly traded

V 30 years in operation

V Solar focus in China and USA

V Texas R&D, LA Logistics, Bay Area Sales

V Diverse power businesses 

CPS CONFIDENTIAL

V #1 Share in USA (48% per GTM)

V Over 40,000 UL inverters shipped (1.5GW)

V A few products for 30kW to 30MW projects

V Refined products: every detail matters

V Best in class service ςthis is why we win

V Advanced performance and controls

V Simple.  Reliable.  Tough.  

V Market leading Value Partner Program



Market Leading 3 Phase String Platform
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600 VDC

14kW - 208VAC

23kW ς480VAC

20kW  ς480VAC

1,000 VDC

28kW ς480VAC 36kW ς480VAC 50kW ς480VAC 60kW ς480VAC

#1 Market Share USA (48%)
*GTM Leaderboard 2015
*2016 results pending March 2017

30kW ς2Port - 480VAC

Storage



Ideal Roof and Carport Building Blocks
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V23, 28, and 36kWac models

V35,000 units shipped to North America

V#1 Market Share (per GTM)

VStandard 10 Year Warranty

VRule 21 & HECO Compliant (36kW)

V2.5MW in parallel

VAl wire compatible

VImproved wire-box

VUp to 1.5 DC/AC ratio (36kW)

Å 98% CEC Efficiency | 98.5% Max

Å 540 ï800 DC MPPT Voltage

Å 240 ï950 DC Operating Voltage  (1,000 VDC Max)

Å Dual, independent MPPT channels increase design flexibility 

Å Integrated Arc-Fault detection (per UL1699B)

Å Broad temperature range: -22ºF~+140ºF /  -30ºC ~ +60ºC

Å Integrated and separable wire-box

Å No low temperature warranty limit

Å Low Profile Install (15   Tilt) 

Å NEMA 4X enclosures

Å NEC 2014 Compliant

Å LCD and keypad User Interface

Å DC & AC disconnects standard 

Å 8-10 input fused strings eliminates the need for external combiners

Å Common Modbus mapping and controls interface

Å Advanced controls (PF, remote reset, curtailment)
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V Blind mate connector = 5 min inverter swap = no wires

V Generous wire working space ςсΦоέ ƻŦ ŎƭŜŀǊŀƴŎŜ ōŜǘǿŜŜƴ 
terminals and box

V Side & bottom knockouts, rear allowed

V Al or Cu compatible AC terminals

V AC terminals accept up to 1 AWG wire

Every Detail Matters



Integration Matters

1 part

Integrated and separable
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3+ parts

Labor, logistics, connections risks

Racks by Bentek

vs.



Ground Mount Power

V50/60kWac Power

VSame form factor as the 23/28/36kW 

VLay Flat ( 0° )

VNEMA 4X

V15 String Inputs

V3 MPPT

V3MW in parallel

VSupports up to 3/0 AC Wire (Al or Cu)

Å 98.5% CEC Efficiency | 99% Max

Å 500 ï850 DC MPPT Voltage

Å 250 ï1000 DC Operating Voltage 

Å 3 independent MPPT channels 

Å Integrated Arc-Fault detection per MPPT (UL 1699B)

ÅBroad temperature range: -22º F ~+140ºF /  -30ºC ~ +60ºC

Å Low temperature storage of -40ºC

Å Integrated and separable wire-box

Å Lay Flat Install (0   Tilt) 

Å NEMA 4X enclosures

Å NEC 2014 Compliant

Å LCD and keypad User Interface

Å DC & AC disconnects standard 

Å 15 input fused strings eliminates the need for external combiners

Å Common Modbus mapping and controls interface

Å Advanced controls (PF, remote reset, curtailment)



New WireboxOptions ς50/60kW
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V H4 Connectors ςFactory Installed

V With Touch Safe Fuses

V 30A Max each support Y-type field connectors

V Standard Wire-box

V Mates to Cable Tray and Conduit

V Flexible DC inputs


