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In-Line Cluster Mount - 1696

The CPS In-Line Cluster Mount (1696) is designed to provide a simple, low-cost mounting solution for CPS 250/275 kW inverters 
and CPS 800 Vac 3:1 BOS. Three (3) CPS 250/275 kW inverters and one (1) 800 Vac Breaker Box or Switch Box can be mounted 
onto piles to easily install the equipment for ground mount PV applications. This solution enables savings on labor and material 
costs for system designs and installation. 

Key Features

CPS In-Line Cluster Mount - 1696

Designed for CPS 250/275 kW Inverters & 800 Vac BOS

  Easily mount (3) 250/275 kW inverters and (1) 800 Vac Breaker Box or Switch Box  

  Simplifies Inverter and Breaker Box / Switch Box installation

  Cost-efficient mounting solution

  In-line design to allow efficient working space



Technical Data

Cluster Components

Item No. Component Name Quantity

1 Pile 3 (user-supplied)

2 Cross beam 4

3 Support column 8

4 Diagonal bracing column 4

5 Connector 1 8

6 Connector 2 8

Model Name CPS In-Line Cluster Mount - 1696

Mechanical

Material DC51SD-ZM180 steel

Dimensions (H × W × D) 30.5 × 230.9 × 6.0 in (775 × 5864 × 152 mm)

Compatible inverters CPS SCH275KTL-DO/US-800

Compatible breaker box / switch box CPS DBA03-800V/US, CPS DPA03-800V/US

Installation method Mounted to 3 piles (piles not included)

Warranty

Standard 2 years


