6 Datasheet

Fuse Bypass Terminals
for CPS 36/50/60 kW String Inverters
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The CPS Fuse Bypass Terminals are an optional accessory that allow combined DC circuits to be connected
to each MPPT within the inverter wire box. With the fuse bypass terminals, a single set of DC homeruns can
be connected to each MPPT, bypassing the input fuses within the inverter wire box. The 36/50/60 kW Bypass

Terminal Kit is designed specifically for the CPS 36/50/60 kW wire box with six (6) terminals, two (2) per MPPT,
included.

Key Features

= Allows external PV string combining
® Larger single conductors terminated at each MPPT
® Reduced number of homeruns

= Copper- and aluminum-compatible connections

Bypass Terminal Kit Conductor Termination Wire Range Wire Type Minimum Torque

M6 machine screw #6-#2 AWG AL/CU 53.1in-Ib (6.0 N-m)
36/50/60 kW

M4 machine screw N/A N/A 24.0in-lb (2.7 N-m)
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Model 36/50/60 kW Bypass Terminals
for CPS 36/50/60 kW Inverters

Kit Contents:

= Six (6) bypass terminals per set
= Six (6) M6 bolts
= Six (6) M6 washers

= Twelve (12) M4 screws
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Technical Data



